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s POWER AMPLIFIER 
The 71-A is a power-amplifier tube OO, 

of low-output impedance for use in j 

the output stage of audio-frequency 

amplifiers. 

CHARACTERISTICS 

FILAMENT VOLTAGE (A. C. or D.C.)..........0085 5.0 Volts 
FILAMENT CURRENT 20... ccccsecceeeccceeeeeees 0.25 Ampere 
PLATE VOLTAGE .........cccececes 90 135 180 max. Volts 
GRID VOLTAGE* ....... cece ecevee -16.5 -27 -40.5 Volts 
PLATE CURRENT .........ccceeeee 10 17.3 20 Milliamperes 
PLATE RESISTANCE ...........000- 2170 1820 1750 Ohms 
AMPLIFICATION FACTOR ........00. 3 3 3 
TRANSCONDUCTANCE .........000-. 1400 1650 1700 Micromhos 
Loap RESISTANCE ...........000.. 3000 3000 4800 Ohms 
SELF-Bias RESISTOR ..........0000- 1600 1700 2150 Ohms 
UNDISTORTED Power OuTPUT...... 0.125 0.4 0.79 Watt 
Grip-PLATE CAPACITANCE ........cccceeeeeccees 75 ppt 
GRID-FILAMENT CAPACITANCE ......0eeeeee ee 3.2 up 
PLATE-FILAMENT CAPACITANCE ......0ecccceceees 2.9 ppt 
BULBS ss. cicacdve-a.widesiase E E ois ETENEE Gas e ar e Soares ST-14 
BASE: 5.2.50 Six Chic 6 eaa aaraa e e no aa es an ains Medium 4-Pin Bayonet 


INSTALLATION AND APPLICATION 

The base pins of this tube fit the standard four-contact socket which should 
be installed to hold the tube in a vertical position. 

The coated filament of the 71-A may be operated from a storage battery or 
from the a-c line through a step-down transformer. For operation of this tube from 
a storage battery, a fixed or variable resistor of suitable value is required to reduce 
the battery voltage to 5.0 volts across the filament terminals at the socket. 

Operating conditions are given under CHARACTERISTICS for the use of 
this tube in the power output stage. 

An output device should be used to transfer power to the winding of the 
reproducing unit. 
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